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Nearly perfect speech recognition was observed under conditions of greatly reduced
spectral information. Temporal envelopes of speech were éxtracted from broad frequency
bands and were used to modulate noises of the same bandwidths. This manipulation
preserved temporal envelope cues in each band but restricted the listener to severely
degraded information on the distribution of spectral energy. The identification of con-
sonants, vowels, and words in simple sentences improved markedly as the number of
bands increased; high speech recognition performance was obtained with only three
bands of modulated noise. Thus, the presentation of a dynamic temporal pattern in only
a few broad spectral regions is sufficient for the recognition of speech.

The recognition of speech has been
thought to require frequency-specific (spec-
tral) cues. Spectral energy peaks in speech
(formants), for example, reflect the reso-
nant properties of the vocal tract and thus
provide acoustic information on the pro-
duction of the speech sound. However, ef-
forts to identify acoustic cues that convey
phoneme identity reliably under various lis-
tening conditions and with various talkers
have met with only limited success (I).
Studies that used amplitude compression
(2) and spectral reduction (3) have demon-
strated the robustness of speech recognition
under these conditions. However, these ma-
nipulations resulted in stimuli that were
still highly complex in their temporal-spec-
tral characteristics. Even total removal of
spectral cues from speech resulted in stimuli
that carried a surprising amount of informa-
tion on consonant identity (4). Work on
prosthetic electrical stimulation of the au-
ditory system by cochlear implants has re-
focused attention on amplitude and tempo-
ral cues, which are the principal cues trans-
mitted by these prostheses (5). In our study,
we preserved amplitude and temporal cues
while systematically varying the amount of
spectral information. This combination not
only allowed us to parametrically assess the
role of spectral detail in speech recognition
independently of temporal cues, but also
simulates the stimulation pattern of a co-
chlear implant (6).

Spectral information was removed from
speech by replacement of the frequency-
specific information in a broad frequency
region with a band-limited noise (Fig. 1).
The acoustic signal was divided into several
frequency bands and the amplitude enve-
lope was extracted from each band by half-
wave rectification and low-pass filtering.
Low-pass filters with cutoff frequencies of
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16, 50, 160, and 500 Hz were used for
envelope extraction to evaluate the effect
of reducing the bandwidth of temporal en-
velope information. The envelope signal
was used to modulate white noise, which
was then spectrally limited by the same
bandpass filter used for the original analysis
band (7). Thus, temporal and amplitude
cues were preserved in each spectral band,
but the spectral detail within each band was
removed. All bands were then summed and
presented to the listeners through head-
phones. One, two, three, or four band proc-
essors were used, each with envelope infor-
mation low-pass—filtered at 16, 50, 160, or
500 Hz, for a total of 16 conditions.

Eight normal hearing listeners (8) lis-
tened to 16 medial consonants (a/C/a),
eight vowels (h/V/d), and simple sentences
in each of the signal conditions (9). Con-
sonants and vowels were presented in ran-
dom order to each listener. The listeners
were instructed to identify the presented
stimulus by selecting it from the complete
set of 16 consonants or 8 vowels. Sentences
were presented once and the listeners were
instructed to repeat as many words as they
could. The listeners were trained on sample
conditions to familiarize them with the test-
ing environment; training continued until
their performance stabilized, typically with-
in two to three sessions, for a total of 8 to 10
hours. No feedback was provided in any of
the test conditions.

Speech recognition performance on all
three measures increased with the number
of noise bands (Fig. 2). Changing the cutoff
frequency of the envelope filter had a sig-
nificant effect across all tests [F(3,21) <
0.01]. Paired ¢ tests revealed no significant
difference between the results with the 50-,
160-, and 500-Hz low-pass envelope filters,
so these results were pooled for presentation
in Fig. 2. A significant reduction in perfor-
mance (P < 0.01) was observed with the
16-Hz envelope filter for consonants and
sentences, but not for vowels. Thus, even
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under conditions of reduced spectral cues,
slowly varying temporal information (<50
Hz) can yield relatively high speech recog-
nition performance. This result is consistent
with the observation of poor speech dis-
crimination in children who have central
processing disorders that disrupt temporal
processing in the 20- to 50-ms range (10).

The specific reception of three speech
features—voicing, manner, and place of ar-
ticulation—was evaluated by information
transmission analysis (1) on the consonant
confusion matrix (Fig. 3). Information re-
ceived on voicing and manner increased
from one to two bands, to >90%, with no
further improvement as the number of
bands increased to three or four. Thus, bi-
nary information on the spectral distribu-
tion of energy, when combined with tem-
poral cues, is sufficient to convey almost all
information on voicing and manner. Voic-
ing and manner have similar patterns of
results as a function of the number of spec-
tral bands, and both cues show maximum
performance with only two spectral bands;
these findings reinforce the hypothesis (4)
that both categories of information, al-
though labeled according to vocal produc-
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Fig. 1. Examples of spectral reduction for the
speech token ‘‘'shoo cat.” The original narrow-
band spectrogram (top) shows energy as a func-
tion of frequency and time. Successively lower
panels show spectrograms of the processed to-
kens with four, three, two, and one bands, re-
spectively. Filter cutoff frequencies were 1500 Hz
for the two-band processor, 800 and 1500 Hz for
the three-band processor, and 800, 1500, and
2500 Hz for the four-band processor. All proces-
sors were low-pass—filtered at 4 kHz.
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